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ABSTRACT

Automation-induced complacency has been documented as a cause or

contributing factor in many airplane accidents throughout the last two decades. It is

surmised that the condition results when a crew is working in highly reliable automated

environments in which they serve as supervisory controllers monitoring system states

for occasional automation failures. Although many reports have discussed the dangers

of complacency, little empirical research has been produced to substantiate its harmful

effects on performance as well as what factors produce complacency. There have been

some suggestions, however, that individual characteristics could serve as possible

predictors of performance in automated systems. The present study examined

relationship between the individual differences of complacency potential, boredom

proneness, and cognitive failure, automation-induced complacency. Workload and

boredom scores were also collected and analyzed in relation to the three individual

differences. The results of the study demonstrated that there are personality individual
differences that are related to whether an individual will succumb to automation-

induced complacency. Theoretical and practical implications are discussed.
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INTRODUCTION

Automation refers to "... systems or methods in which many of the processes of

production are automatically performed or controlled by autonomous machines or

electronic devices (Billings, 1997, p. 7)." Billings stated that automation is a tool, or

resource, that allows the user to perform some task that would be difficult or impossible

to do without the help of machines. Therefore, automation can be conceptualized as a

process of substituting some device or machine for a human activity. (Parsons, 1985).

The dramatic increase in technology has significantly impacted all aspects of our daily

lives. The Industrial Revolution ushered in an era of untold innovation that has not only

made life easier and safer, but has also provided much more leisure time. One need only

imagine washing one's clothes on a washing board, something considered an innovation

during the early 1900's, to see how automation has transformed how we see ourselves

and our place in the world. Automation has become so pervasive that many devices and

machines are not even considered by most people to be "automated' anymore. Others,

however, do not escape visibility so easily, such as the modern airplane. Wiener and

Curry (1980), and Wiener (1989) noted that avionics has provided a dramatic increase in

airline capacity and productivity coupled with a decrease in manual workload and

fatigue, more precise handling as well as relief from certain routine operations, and more

economical use of airplanes. But, unlike the washing machine, the increase in

automation in airplanes and air navigational systems, has not developed without costs.

The invention of the transistor in 1947 and the subsequent miniaturization of

computer components have enabled widespread implementation of automation

technology to almost all aspects of flight. The period since 1970 has witnessed an

explosion in aviation automation technology. The result has been a significant decrease

in the number of aviation incidents and accidents. However, there has also been an

increase in the number of errors caused by pilot-automation interaction; in other words,

those caused by "pilot error." In 1989, the Air Transport Association of America (ATA)

established a task force to examine the impact of automation on aviation safety. The

conclusion was that, "during the 1970s and early 1980s...the concept of automating as

much as possible was considered appropriate. The expected benefits were a reduction in

pilot workload and increased safety...Although many of these benefits have been realized,

serious questions have arisen and incidents/accidents have occurred which question the

underlying assumption that the maximum available automation is ALWAYS appropriate

or that we understand how to design automated systems so that they are fully compatible

with the capabilities and limitations of the humans in the system" (Billings, 1997 p. 4).

The August 16, 1987 accident at Detroit Metro airport of a Northwest Airline

DC9-82 provides an example of how automation has transformed the role of pilots. The

airplane crashed just after take-off en route to Phoenix. The airplane began rotation at

1,200 ft from the end of the 8,500 ft runway, when its wings rolled to the left and then to

the right. The wings collided with a light pole located ½ mile beyond the end of the

runway. One hundred and fifty-four people died in the crash with only one survivor. For

a plane to be properly configured for take-off, the flaps and slats on the wings must be

fully extended. The National Transportation Safety Board (NTSB) report attributed the

accident to the non-use of the taxi checklist to insure that the flap and slats of the wings

were extended. The take-off warning system was cited as a contributing factor because it



wasnot functioningandfailed to warnthe crewthattheplanewasnot readyfor take-off.
The airplane'sstall protectionsystemannouncesa stall and will perform a stick pusher
maneuverto correctfor theproblem. However,autoslatextensionandpoststallrecovery
aredisabledif slatsareretracted. In addition,the tone and voice warning of the stall
protectionsystemareautomaticallydisabledin flight by nosegearextension(Billings,
1997:NTSB, 1998). Pilots originally manually performedthe tasks of extendingthe
flaps and slats,the maneuveringneededif a stall does occur with the airplane, and
variousothertasksneededfor take-off.Due to theincreasein automationof the cockpit,
however,they now dependon the automationto performthepre-flight tasksreliably and
without incident. Pilots havenow beendelegatedto the passiverole of monitoringthe
automationandareto interferein its processesonly in emergencysituations.

The example above illustrates a concept known as "hazardous states of
awareness"(HSA; Pope& Bogart,1992). PopeandBogart coinedthe term to refer to
phenomenologicalexperiences,suchas daydreaming,"spacingout" from boredom,or
"tunneling" of attention,reportedin aviationsafetyincidentreports. Hazardousstatesof
awarenesssuchaspreoccupation,complacency,andexcessiveabsorptionin a task,and
the associatedtask disengagementhavebeenimplicatedin operatorerrorsof omission
andneglectwith automatedsystems(Byrne & Parasuraman,1996). The 1987Detroit
accident was causedpartly by the crew's complacent reliance on the airplane's
automationto configuretake-off andfailed to confirm the configurationwith the useof
thetaxi checklist(Billings, 1997).

Complacency

Wiener (1981) defined complacency as "a psychological state characterized by a

low index of suspicion." Billings, Lauber, Funkhouser, Lyman, and Huff (1976), in the

Aviation Safety Reporting System (ASRS) coding manual, defined it as "self-satisfaction,

which may result in non-vigilance based on an unjustified assumption of satisfactory

system state." The condition is surmised to result when working in highly reliable

automated environments in which the operator serves as a supervisory controller

monitoring system states for the occasional automation failure. It is exhibited as a false

sense of security, which the operator develops while working with highly reliable

automation; however, no machine is perfect and can fail without warning. Studies and

ASRS reports have shown that automation-induced complacency can have negative

performance effects on an operator's monitoring of automated systems (Parasuraman,

Molloy, & Singh, 1993).

Although researchers agree that complacency continues to be a serious problem,

little consensus exists as to what complacency is and the best methods for measuring it.

Nevertheless, after considering the frequency with which the term "complacency" is

encountered in the ASRS and analyses of aviation accidents, Wiener (1981) proposed

that research begin on the construct of complacency so that effective countermeasures

could be developed.

One of the first empirical studies on complacency was Thackray and Touchstone

(1989) who asked participants to perform a simulated ATC task either with or without the

help of an automated aid. The aid provided advisory messages to help resolve potential

aircraft-to-aircraft collisions. The automation failed twice per session, once early and



anothertime lateduring the 2-hr experimentalsession.Theseresearchersreasonedthat
complacencyshouldbe evident and, therefore,participantswould fail to detect the
failuresof theATC taskdueto thehighly reliablenatureof the automatedaid. However,
althoughparticipantswere slower to respondto the initial failure, reactiontimeswere
fasterto thesecondautomatedfailure.

Parasuraman,Molloy andSingh(1993)reasonedthatparticipantsin theThackray
and Touchstone(1989) experimentdid not experiencecomplacencybecauseof the
relatively short experimentalsessionand becausethe participantsperformeda single
monitoring task. ASRS reports involving complacencyhave revealedthat it is most
likely to developunderconditionsin whichthe pilot is responsiblefor performingmany
functions, not just monitoring the automationinvolved. Parasuramanet al. (1993)
suggestedthat in multi-taskenvironments,suchasanairplanecockpit,characteristicsof
the automatedsystems,suchasreliability andconsistency,dictatehow well the pilot is
capableof detectingandrespondingto automationfailures.Langer(1989)developedthe
conceptof prematurecognitivecommitmentto help clarify the etiology of automation-
inducedcomplacency.Accordingto Langer,

When we acceptan impressionor piece of informationat face value, with no
reasonto think critically aboutit, perhapsbecauseit is irrelevant,that impression
settlesunobtrusivelyinto ourmindsuntil a similarsignalfrom theoutsideworld-
suchasa sightor sound- callsit up again. At that next time it mayno longerbe
irrelevant,mostof usdon't reconsiderwhatwemindlesslyacceptedearlier.

Prematurecognitivecommitmentdevelopswhenapersoninitially encountersa stimulus,
device,or eventin aparticularcontext;this attitudeorperceptionis thenreinforcedwhen
the stimulusis re-encounteredin the sameway. Langer (1989) identified a numberof
antecedentconditions that produce this attitude, including routine, repetitious, and
extremesof workload; theseare all conditionspresentin today's automatedcockpit.
Therefore,automationthatis consistentandreliable is more likely to produceconditions
in multi-taskenvironmentsthat aresusceptibleto fostering complacency,comparedto
automationof variablereliability.

Parasuraman,Molloy and Singh (1993) examinedthe effects of variations in
reliability and consistencyonusermonitoring of automationfailures. Participantswere
askedto perform a manualtracking, fuel management,and system-monitoringtask for
four 30-minutesessions.The automationreliability of the system-monitoringtask was
definedasthe percentageof automationfailures that were correctedby the automated
system.Participantswere randomly assignedto one of three automationreliability
groups,which included:constantat a low (56.25%)or high (87.5%)level or a variable
condition in which the reliability alternatedbetweenhigh and low every ten minutes
duringthe experimentalsession.Participantsexhibitedsignificantlypoorerperformance
usingthe system-monitoringtaskunderthe constant-reliabilityconditionsthanunderthe
variable-reliability condition. There were no significant differences between the
detectionratesof the participantswho initially monitoredunderhigh reliability versus
thosewho initially monitoredunderlow reliability. Furthermore,evidenceof automation-
induced complacencywas witnessedafter only 20 minutes of performing the tasks.
Parasuramanet al. (1993)thereforeconcludedthatthe consistencyof performanceof the



automation was the major influencing factor in the onset of complacency regardless of

the level of automation reliability.

Singh, Molloy, and Parasuraman (1997) replicated these results in a similar

experiment, which examined whether having an automated task centrally located would

improve monitoring performance during a flight-simulation task. The automation

reliability for the system-monitoring task was constant at 87.5% for half the participants

and variable (alternating between 56.25% and 87.5%) for the other half. The low constant

group was not used in this study because participants in previous studies were found to

perform equally poorly in both constant reliability conditions. A constant high level of

reliability was used instead because complacency is believed to most likely occur when

an operator is supervising automation that he or she perceives to be highly reliable

(Parasuraman et al., 1993). Singh and his colleagues found the monitoring of automation

failure to be inefficient when reliability of the automation was constant but not when it

was variable, and that locating the task in the center of the computer screen could not

prevent these failures. These results indicate that the automation-induced complacency

effect discovered by Parasuraman et al., is a relatively robust phenomenon, which is

applicable to a wide variety of automation reliability schedules.

The poor performance in the constant-reliability conditions of both studies, may

be a result of the participant's premature cognitive commitment or perceived trust in the

automation to correct for system failures.

Trust

Automation reliability and consistency have been shown to impart trust and

confidence in automation (Lee & Moray, 1994; Muir, 1987; Muir & Moray, 1996). Muir

(1994) defines trust in human-machine relationships as, "Trust (T) being a composite of

three perceived expectations: the fundamental expectation of persistence (P); technically

competent performance (TCP) which includes skill-, rule-, and knowledge- based

behaviors, as well as reliability and validity of a referent (machine); and to fiduciary

responsibility (FR) of the automation."

The specific expectation of technically competent role performance is the defining

feature of trust between humans and machines. Barber (1983) identified three types of

technical competence one may expect from another person or a machine: expert

knowledge, technical facility, and everyday routine performance. Muir (1987) suggests

that a human's trust in a machine is a dynamic expectation that undergoes predictable

changes as a result of experience with the system. In early experiences a person will base

his or her trust upon the predictability of the machine's recurrent behaviors. Automation

reliability may instill trust and confidence in the automated system. However, trust in the

automation often declines after an automation malfunction or failure, but will recover and

increase as long as there are no further malfunctions. Therefore, long periods without

failure also may foster poor monitoring of the automation (Lee & Moray, 1992; Riley,

1989).

Sheridan and Farrell (1974) first expressed concern about the changing roles in the

modern cockpit, in which the role of a pilot changed to a supervisory controller of

automation and in this role trust in automation affected pilot-automation interaction.

Muir (1989) confirmed these concerns and demonstrated that participants could



discriminate between unreliable and reliable components of automated systems. Will

(1991) also found that characteristics of automated agents, such as reliability, correlated

with user trust in the system. Furthermore, the confidence of the user was shown to

significantly impact how they interacted with the automation and the degree of trust
instilled in it.

Lee and Moray (1992) reported that trust in automation does affect the operators'

use of manual control if their trust is greater than their own self-confidence to perform

the tasks. Riley (1994) identified self-confidence in one's manual skills as an important

factor in automated usage. Riley (1989) noted that trust in the automation alone does not

affect the decision to use automation, but rather a complex relationship involving trust,

self-confidence, workload, skill level, and other variables determine the "reliance" factor

of using automation.

Lee (1992) conducted a number of studies examining these relationships and

provided evidence that self-confidence coupled with trust influence operator's decision to

rely on automation. Prinzel, Pope, and Freeman (1999) found that participants with high

self-confidence and manual skills did significantly better with a constant, highly reliable

automated task, than participants who had lower confidence in their own monitoring

ability. The high self-confidence participants also rated workload significantly higher

suggesting a micro-tradeoff; participants were able to maintain monitoring efficiency but

at the cost of higher workload. Participants with lower self-confidence and manual skills,

however, did significantly poorer in monitoring the automated task under the reliable

automation condition suggesting the onset of complacency.

Assessment of Complacency

Singh, Molloy, and Parasuraman (1993b) noted that complacent behavior may

often coexist with other conditions. Examples include the following: (a) operator

experience with equipment; (b) high workload; and (c) fatigue due to poor sleep or

exhaustion. They state that "...the combination of the crew's attitude toward automation

(e.g. overconfidence) and a particular situation (e.g. high workload) may lead to

complacent behavior." Therefore, pilot attitudes of overconfidence and over-reliance on

automation may not, alone, produce conditions of complacency, but instead may indicate

a potential for complacency. These authors developed a 20-item Complacency-Potential

Rating Scale (CPRS) for measuring such attitudes toward general automated devices,

such as automated teller machines (ATMs) and VCRs. A factor analysis of the CPRS

indicated that the major factors that contribute to a person's "complacency potential"

were trust in, reliance on, and confidence in automation. Singh and his colleagues

(1993a) further demonstrated that complacency potential was not correlated with the

constructs measured on either the Eysenck Personality Inventory or the Thayer

Activation-Deactivation Adjective Check List, scales often used in vigilance and

monitoring research, suggesting their relative independence.

Although, the CPRS has been shown to be a good indicator of an operator's

complacency potential it is not able to discriminate between the number of possible

factors involved in the occurrence of automation-induced complacency. The scale does

not measure the other factors that may influence the onset of complacency such as



workload,boredom,or cognitive failure. Therefore,othermeasuresare also neededto
assessit fully.

Parasuramanet al. (1993)demonstratedthat the performancemeasures:(a) the
probability of detectionof automationfailures,(b) reactiontime (RT) to detection,and
(c) the numberof false alarmsand detectionerrorsmadecould be usedto assessthe
consequencesof complacencyin a multi-taskenvironment.Subjectivescalesof various
psychologicalconstructsmay alsobevaluabletoolswhen assessingautomation-induced
complacency.

Boredom and Workload

Mental workload refers to the amountof processingcapacitythat is expended
duringtaskperformance(Eggemeier,1988). Riley (1996)notedthat althoughworkload
was a necessaryaspectof automation-inducedcomplacency,little workload-related
researchexists.

Parasuramanandhis colleagues(1993),foundthe low workload level of a single
taskcondition,consistingof only a system-monitoringtask,wasnot sufficientto induce
complacency.Theyreasonedthat in a single-taskenvironmenta stateof boredomwould
beexperiencedby the subjects,dueto thelow workload level involved in thetask.The
detectionrates,however,for bothhigh andlow reliability groupsin this conditionwere
extremelyhigh (near 100%).Therefore,they concludedthat the lack of complacency
experiencedby participantsin the single-taskcondition suggestedthat complacencyand
boredomaretwo distinctconcepts.

In contrast,severalstudieshave linked boredom,especially the propensityto
becomebored,to high amountsof workload. SawinandScerbo(1994,1995)in their use
of vigilancetasksreport that boredomoftenhasahigh workloadaspectassociatedwith
it. The information-processingdemands or workload experiencedby participants
performingavigilancetaskwereoncethoughtto beminimal. Fulop andScerbo(1991),
however,haverecentlydemonstratedthat participantsfind vigilancetasksto bestressful
and other researchershave found them to be demandingdue to the high workload
involved in remaining vigilant (Deaton& Parasuraman,1993; Galinsky, Dember, &
Warm, 1989).

Farmer and Sundberg (1986) isolated a single measurabletrait, boredom

proneness (BP), which they report as highly related to a person's tendency to become

bored. They developed a 28-item scale, the Boredom Proneness Scale (BPS: Farmer &

Sundberg, 1986), to measure this trait. Stark and Scerbo (1998) found significant

correlations between workload, complacency potential, and boredom proneness, by

examining their effects on task performance using the Multi-Attribute Task Battery

(MAT; Comstock & Arnegard, 1992). Their study supports the view that the

psychological state of boredom may be a factor that induces complacency. The results of

Parasuraman et al. (1993) thus need to be considered cautiously since they reported no

workload or boredom data to support their claim that their single task represented an

underloaded task condition that caused boredom and, therefore, that boredom and

complacency are unrelated. A considerable amount of evidence points to high workload

being associated with boredom components while performing supervisory control and

vigilance tasks (Becker, Warm, Dember, & Hancock, 1991; Dittmar, Warm, Dember, &



Ricks,1993;Prinzel& Freeman,1997;Scerbo,Greenwald,& Sawin,1993). In addition,
Pope and Bogart (1992) reported that ASRS reports contain descriptionsof crews
becoming "complacent" due to succumbing to "boredom" and "experiences of
diminishing attention, compromisedvigilance, and lapsing attention, frequently not
associatedwith fatigue" (p. 449). Therefore,automation-inducedcomplacencymay be
composedof a numberof dimensionsincluding trust,boredomproneness,complacency
potential,self-confidence,skill-level, workload managementability, and experienceto
name a few. All of these dimensionsare or can be influencedby the individual
differencesof eachhumanoperator. For example,Riley (1989) statedthat trust is a
multidimensionalconstruct that has both cognitive and emotive qualities that can be
influencedby individual differences.

Grubb,Miller, Nelson,Warm,andDember(1994)examinedonesuchpersonality
dimension,"cognitive failure" andits relation to perceivedworkloadin vigilancetasks,
asmeasuredby the NASA-TLX. They reportedthat operatorshigh in cognitive failure
(HCF) tend to be more absent-minded,forgetful, error-prone,and lessableto allocate
mentalresourcesto performmonitoring tasksthan thoseclassifiedas low in cognitive
failure (LCF; Broadbent,Cooper,Fitzgerald,& Parkes,1982). Interestingly,Grubbet al.
(1994) found HCF and LCF participantsperformedequallywell onvigilance tasksbut
the workload scoresof the HCF were significantly higher than their LCF peers;thus,
theseparticipantsperformedaswell asLCF participantsbut did so at a higher costin
resourceexpenditure.TheHCF individuals,thereforemayexhibit complacentbehaviors,
dueto their resourcesbeing largely depleted,whenfacedwith continuinga task. This
prevalencetowards cognitive failure may be another factor related to a person's
becomingcomplacentwhile monitoringautomation.

The individual differences described above suggestthat automation-induced
complacencymayrepresenta complexdynamicof manypsychologicalconstructs. As
Singh et al. (1993)describe,"...the psychologicaldimensionsof complacencyand its
relationto characteristicsof automationareonly beginningto beunderstood...." andthat
other individual and social factorsmay also play a role. Therefore,a needremainsto
examineother psychologicalantecedentsthat may contribute to automation-induced
complacency.

Present Study

The present study is an exploratory examination of automation-induced
complacencyin relationto thepersonaldimensionsof: complacencypotential,boredom
proneness,and cognitive failure. All of thesedimensionsarehypothesizedto have an
effect on whether an individual will experiencecomplacencywithin a multi-task
environment. "Complacencywill bedefinedasthe operatorfailing to detecta failure in
the automatedcontrol of the systemmonitoring task," (Parasuramanet. al, 1993p. 4).
The conditionslikely to leadto poor monitoring of automationwill be manipulatedby
havingthereliability of the system-monitoringtaskremainconstantor variableovertime
(Parasuramanet al., 1993;Singhet al., 1997).

Automation-inducedcomplacencyis a complexpsychologicalconstruct,which
maybe influencedby the individual differencesof the humanoperator. Therefore,the



relationshipof the individual differences,workload,andboredomscoresto theefficiency
of monitoringfor automationfailureswill beexamined.

Research Hypotheses

1. A partial replication of the Singh et al.'s (1997) methods were performed using

constant and variable reliability of the system-monitoring task automation. In the

constant-reliability group, the automation reliability was constantly high at 87.5% (14 out

of 16 malfunctions detected, and in the variable-reliability group, it alternated every 10

min from low (56.25%) to high (87.5%) for half the participants and high to low for the

other half. Participants in the constant-reliability condition were hypothesized to

experience complacency, indicated by low performance on the system-monitoring task,

relative to participants in the variable reliability condition.

2. The Complacency Potential Rating Scale (CPRS; Singh et al., 1993) measures

attitudes toward automation that reflect a potential for developing automation-induced

complacency. Participants who scored high on the CPRS were hypothesized to perform

significantly worse on the system-monitoring task than participants who were low in

complacency potential, in the constant reliability condition. No differences were

expected between the two groups in the variable reliability condition.

3. The constant-reliability condition has a lower automation failure rate, which allowed

participants to peripheralize the system-monitoring task, as they trust the automation to

fix any malfunction. Therefore, in the current study participants in the constant-reliability

condition are expected to perform the tracking task significantly better than participants

in the variable-reliability condition.

4. The resource management task has been shown to require few cognitive resources to

perform it adequately (i.e. keep the fuel tanks at approximately 2500 gallons). No

significant differences where expected between the constant-reliability group's

performance and the variable-reliability group's performance.

5. Participants who are classified as high complacency potential were expected to rate the

task-related boredom of the MAT-Battery to be significantly higher than those

participants who are low in complacency potential.

6. The NASA-TLX was used to assess the participants' subjective workload for each

task condition. No significant differences were expected between the groups because all

participants were required to perform all three of the MAT-battery tasks.

7. The Complacency Potential Rating Scale, Boredom Proneness Scale, and the Cognitive

Failure Questionnaire have all been used in previous studies to examine individual

differences of human behavior. In the current study the three scales were used to

examine the individual differences of each participant because each is hypothesized to

have an effect on whether a participant will experience automation induced complacency.

lO



Therefore,a significantcorrelationwasexpectedbetweenthe threeindividual difference
scales.

8. As discussedpreviously, the personalitydimension"cognitive failure" may be a
precursorto participantsbecomingcomplacentand result in poor performancewhen
monitoringautomation.A significantnegativecorrelationwasexpectedbetweenscores
on theCognitiveFailureQuestionnaireandperformanceon thesystem-monitoringtask.

9. Individuals who arehigh in cognitive failure (HCF) experiencea higher cost in
resourceexpenditurewhen performingmultiple tasksthan low cognitive failure (LCF)
individuals(Grubbet al., 1994). A significantpositivecorrelationwasexpectedbetween
scoreson theCFQandworkloadscoresontheNASA-TLX.

10. The presentstudywas also interestedin how a person'slevel of susceptibilityto
boredommay contributeto automationinduced complacency. As with the previous
hypotheses,those concerningboredompronenessare exploratory in nature as little
researchexistsonhow boredomaffectscomplacencybehavior. TheBoredomProneness
Scale(BPS;FarmerandSundberg,1986)wasusedasusedto measureboredomasatrait
and assesseach individual's pronenessto become bored. A significant negative
correlationwashypothesizedto occurbetweenscoreson the BoredomPronenessScale
andperformanceon thesystem-monitoringtask.

11. A positive correlationwas expectedbetweenscoreson BPS and scoreson the
NASA-TLX, whichdemonstratesperceivedworkload.

11



METHOD

Participants

Forty undergraduate students from Old Dominion University received extra credit

or $20.00 for their participation in this study. The experimental design of the study was

approved by the Old Dominion University Internal Review Board for the use of human

participants, prior to participation recruitment. The ages of the participants were 18 to

40. All participants completed the study voluntarily and all had normal (20/20) or

corrected-to-normal vision.

Experimental Design

The three individual difference measures, Complacency-Potential Rating Scale

(CPRS; Singh et al., 1993), Cognitive Failure Questionnaire (CFQ; Broadbent et al.,

1982), and the Boredom Proneness Scale (BPS; Farmer and Sundberg, 1986) were used

to measure these traits in each participant. The NASA-TLX (task-load index; Hart &

Staveland, 1988) and the Task-related Boredom Scale (TBS; Scerbo et a., 1994) were

used to assess the total subjective workload and total perceived boredom experienced by

each participant, respectively.

The automation reliability of the system-monitoring task was defined as the

percentage of 16 system malfunctions correctly detected by the automation routine in

each 10-min block. The automation routine was varied as a between-subjects factor

(Constant or Variable Reliability) and sessions (1-2 on consecutive days) and 10-min

blocks (1-4) as within subject factors in the mixed factorial design. The reliability

schedule for each condition that was employed by this study is the same one used by

Singh et al. (1997). In the constant-reliability groups, the automation reliability was

constant from block to block at 87.5% (14 out of 16 malfunctions detected by the

automation) for each of the participants. This reliability level is used because

complacency is most likely to result when working with highly reliable automated

environments, in which the operator serves as a supervisory controller monitoring system

states for the occasional automation failure (Parasuraman et al., 1993). In the variable-

reliability group, the automation reliability alternated every 10 min from low (9 out of 16

malfunctions detected by the automation or 56.25%) to high (87.5%) for half the

participants and from high to low for the other half. No instructions about the reliability

percentages of the automation were given to the participants other than the general

instruction that the automation is not always reliable.

Participants were classified as either high complacency or low complacency based

on their score on the Complacency-Potential Rating Scale. A median split procedure was

used for this classification as recommended by Singh et al. (1993). Singh et al. (1993)

used a median split of 56 to classify their participants. The median split for the current

study was 58, which was computed after the first ten and then the first twenty participants

had completed the experiment, and thus was used to classify participants as low or high

complacency. Fifty-eight was also the median split once all 40 participants had

completed the study. Once classified as high or low complacency the participants were

randomly assigned to one of the two experimental (automation-reliability) conditions.
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This grouping process resulted in an equal number of high and low complacency

participants being placed in each experimental condition.

A multivariate analysis of variances (MANOVA) was calculated on all the

performance data collected. Separate analysis of variances (ANOVAs) were computed

for each task on the MAT battery (fuel management, tracking, and system monitoring),

with complacency potential as the sub-grouping variable. A 2 (constant or variable

automation reliability) X 2 (sessions) X 4 (10 min blocks) X 2 (median split of CPRS)

mixed factorial design was employed for these analyses.

Experimental Tasks

Participants were run using a modified version of the NASA Multi-Attribute Task

(MAT) battery (Comstock and Arnegard, 1992). The MAT battery is composed of four

different task windows: tracking, system monitoring, communication and fuel

management. These different tasks were designed to simulate the tasks that airplane

crewmembers often perform during flight. Each of these tasks can be fully or partially

automated. In the present study, only the tracking, monitoring, and resource management

tasks were used. The monitoring task was the only task out of the three that was

automated. The three tasks were displayed in separate windows of a 14-inch VGA color
monitor.

Tracking Task. A two-dimensional compensatory tracking task with joystick

control is presented in one window of the display (see Figure 1). The task requires

participants to use the joystick to maintain a moving circle, approximately 1 cm in

diameter, centered on a .5 cm by .5 cm cross located in the center of the window. Failure

to control the circle results in its drifting away from the center cross. The tracking task

uses a 4:3 horizontal-to-vertical sine wave driving function. The gain and difficulty levels

were set at the default settings described in Comstock and Arnegard (1992). Combined

root-mean-square (RMS) errors were computed for samples collected over each 2-sec

period and then averaged over a 10-rain block to yield the mean RMS error for a given
block.

System Monitoring. The upper-left section of the MAT battery (Figure 1) shows

the system monitoring task, which consists of four vertical gauges with moving pointers

and green "OK" and red "Warning" lights. Normally, the green OK light is on and the

pointers fluctuate around the center of each gauge. In each 10-min block of the task, 16

"system malfunctions" occurred at unpredictable intervals ranging from 13 to 72 sec.

When a system malfunction occurred, the pointer on one of the four engine gauges went

"off limits". When the engine gauge went "off limits", the pointer shifted its center

position away from the center of the vertical gauge, independent of the other 3 pointers

and at intervals according to a predefined script. According to the predefined script

programmed into the MAT for each task mode, the monitoring task detected 14 out of the

16 malfunctions automatically for the high reliability task mode and 9 out of the 16

malfunctions for the low reliability task mode. The red warning light came on and then

went off when the automation had corrected a malfunction in 4 seconds, indicating

successful identification and correction of the malfunction. During this time, the

participant's response keys were disabled to prevent manual input.
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However, from time to time the automation failed to detect a malfunction. When

the automation routine failed, the pointer changed its position from the center of the scale

on one of the gauges independent of the other three gauges. However, the green OK light

remained on and no red light appeared. The operator was responsible for detecting

pointer shifts occurring on any of the four gauges, regardless of direction, and was

required to respond by pressing one of the four function keys (F1, F2, F3, or F4)

corresponding to the labels below each vertical gauge. Once the malfunction was

detected, the pointer of the appropriate gauge moved immediately back to the center point

and remained there without fluctuating for a period of 1.5 sec. (i.e. no malfunctions

occurred during this time). If the participant failed to detect a malfunction, it was

automatically corrected within 10 sec.

If the participant responded appropriately to an automation failure by pressing the

correct function key, the response was scored as a correct detection of an automation

failure. If the participant failed to detect the failure within 10 sec, the gauge was reset

and the response was scored as a miss. A detection error occurred if the operator

detected an automation failure but incorrectly identified the gauge associated with the

failure (e.g. pressing F1 for a malfunction in engine 2). All other responses were

classified as false alarms, making the performance measures for the system-monitoring

task: (a) the probability of detection of automation failures, (b) reaction time (RT) for

detection, and (c) the number of detection errors and false alarms made.

Fuel Management. The fuel management task is displayed in the lower, right

window of the MAT batter (Figure 1). It requires participants to maintain a specific level

of fuel within both of the main tanks (A & B) by selectively activating pumps to keep

pace with the fuel consumption in the tanks. The six rectangular regions represent the

fuel tanks. The lines that connect the tanks are pumps that can transfer fuel from one tank

to another in the direction indicated by the arrow. The numbers underneath the tanks

represent the amount of fuel in gallons that each tank contains. This number is updated

every two seconds. The maximum amount of fuel that can be in tank A or B is 4000

gallons and in tank C or D is 2000 gallons, the remaining two tanks have unlimited

capacity.

Participants were instructed to maintain fuel in tanks A and B at a tick mark that

graphically depicts the level of 2500 gallons. The shaded region around the tick mark

indicated acceptable performance. Tanks A and B were depleted at a rate of 800 gallons

per minute and, therefore, to maintain an acceptable level of fuel, participants had to

transfer fuel from one tank to another by activating one or more of the eight fuel pumps.

Pressing the number key that corresponds to the pump number activates these pumps, and

pressing it a second time turns it off.

A global measure of task performance was obtained for each participant by

computing the RMS error in fuel levels of tanks A and B (deviation from the required

level of 2500 gallons). Fuel levels were sampled and RMS errors computed for each 30-

sec period; then they were averaged over a 10-min block to yield the RMS error for each
block.
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Figure 1. TheMulti-Attribute TaskBattery

Individual Difference Measures

Median Split Procedure. Participants were classified as low-complacency

potential or high-complacency potential on the basis of a median score split obtained on

the measure. The developers of the Complacency Potential Rating Scale (CPRS; Singh et

al. 1993) recommend this grouping procedure which they utilized in their research on

individual differences using the CPRS. The median split of 58 was computed for the

current study after the first ten and the first twenty participant completed the experiment,

and thus was used to classify participants as low or high complacency potential.

Complacency Potential Rating Scale (CPRS). The CPRS was developed to

measure people's attitudes toward general automated devices, such as automatic teller

machines (ATMs) and VCRs. Factor analysis by Singh et al. (1993a) of sample

responses (N = 139) of the scale indicated four complacency-potential related

dimensions: trust, confidence, reliance, and safety. Singh and colleagues suggest that

high scores on these factors are associated with complacency.

The CPRS has 20 items, including 4 filler items. Each item has a scale ranging

from strongly disagree (1) to strongly agree (5). The range of scores on the CPRS can

vary from 16 (low complacency potential) to 80 (high complacency potential). The

measure has high internal consistency (r > .98) and test-retest reliability (r = .90) among

the items. (Singh et al., 1993). The total CPRS score for each participant is obtained by

adding scores for items 1-16, excluding the scores for the 4 filler statements. The
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participantsarethenclassifiedaseitherhigh- or low-complacencypotentialon the basis
of amediansplit of theCPRSscores.(SeeAppendixA).

Boredom Proneness Scale (BPS). The BPS was developed by Farmer and

Sundberg (1986), as a general assessment tool to measure the tendency to experience

boredom. According to Farmer and Sundberg (1986), " boredom is a common emotion,

with boredom proneness a predisposition with important individual difference, (p.4)."

The current 28-item dichotomous self-report scale asks participants to answer

"yes" or "no" to each item. Items include statements such as "It is easy for me to

concentrate on my activities" and "It takes more stimulation to get me going than most

people." Farmer and Sundberg (1986) report an acceptable internal reliability ((z = .79)

and test-retest reliability (r = .83). See Appendix B. The BPS has also demonstrated

predictive validity in the evaluation of interest and attention in the classroom and has

been shown to be correlated with other measures of boredom, such as Lee's Job Boredom

Scale (r = .49, p < .001), (Lee, 1983). See Appendix B.

Cognitive Failures Questionnaire (CFQ). Broadbent et al. (1982), developed the

CFQ, as a self-report inventory which measures failures in perception, memory, and

motor function. Participants who score as high in cognitive failure (HCF) tend to be more

absent-minded, forgetful, error-prone, and less able to allocate mental resources to

perform monitoring tasks than those classified as low in cognitive failure (Grubb et al.,

1994).

The scale consists of 25 items to evaluate lapses in attention, slips of action, and

failure of everyday memory. The items include such statements as "Do you read

something and find you haven't been thinking about it and must read it again?" and "Do

you fail to notice sign posts on the road?" Participants are to indicate whether these

minor mistakes have happened to them in the last six months: very often, quite often,

occasionally, very rarely or never. Each item has a 0-4-point value and a participant's

score on the scale range can range from 0-100. Broadbent et al. (1982) report an

acceptable level of internal consistency ((z = .89) and test-retest reliability (r = .82). See

Appendix C.

NASA Task Load Index (TLX; Hart & Staveland, 1988). The NASA-TLX is a

multi-dimensional measure of subjective workload. It requires the participant to

complete a series of ratings on six 20-point scales (mental demand, physical demand,

temporal demand, performance, effort, and frustration level). The "traditional" TLX

scoring procedure combines the six scales, using paired comparison-derived weights, to

provide a unitary index of workload. Byers, Bittner, and Hill (1989), however,

demonstrated that a simple summation of responses on the six subscales produced

comparable means and standard deviations, and that this "raw" procedure correlated

between 0.96 to 0.98 with the paired comparison procedure. This study, therefore,

combined the ratings of each scale to provide an overall index of subjective workload for

each participant. See Appendix D.

Task-related Boredom Scale (TBS; Scerbo, Rettig, & Bubb-Lewis, 1994). The

TBS addresses eight factors thought to contribute to feelings of boredom: stress,

irritation, relaxation, sleepiness, alertness, concentration, passage of time, and satiation.

In addition, respondents are also asked to provide an estimation of their overall feeling of

boredom. A total boredom score is calculated by summing all the subscales. The

sleepiness, time passage and desire for task to end are reversed scored. See Appendix E.
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Procedure

Upon entering the laboratory each participant was given the Complacency-
PotentialRating Scale (CPRS)to complete. Oncethe participanthad completedthe
CPRSandreturnedit to the experimenter,he or shewasgiventhe BoredomProneness
Scale and the Cognitive Failure Questionnaireto fill out. While the participants
completedthe remainingtwo individual differencemeasures,their CPRSscoreswere
calculatedandthey were classifiedashigh-complacencypotential or low-complacency
potentialbasedinitially on the median-splitscoreof 56 recommendedby Singh et al.
(1993). However,after the first tenparticipantshadcompletedthe studya mediansplit
for thisexperimentwas58,which continuedto be thecasewhencomputedasecondtime
aftertwenty participantshadcompletedthe study. Thenew mediansplit was thenused
andall participantswerere-classifiedaccordingto thenew mediansplit. Thenew split
affectedonly a few of the participants,reclassifyingthem aslow or high complacency
respectively.The mediansplit wasalso computedonceall forty participantscompleted
thestudy,andit remained58. Onceeachparticipanthadbeensub-groupedaseitherhigh
or low complacencypotential, andcompletedall the pre-experimentalmeasures,he or
she was randomly assignedto one of the two experimental (automation-reliability)
conditions(i.e. constantor variablereliability), with therestrictionthat anequalnumber
of high andlow complacencyparticipantswereplacedin eachexperimentalgroup.

Participantsweretestedindividually, completingtwo 40-mincomputersessions
overaperiodof 2 days(onesessionperday).Eachparticipantwasinstructed
individually onthecomponentsof theMAT batteryandgivena 10-minpracticesession
in whichtheyperformedall threetasksmanually.Eachparticipantwasaskedto give
equalattentionto eachof thethreetasks.After a 3-minrestperiod,theexperimental
sessionbegan.Participantswereinformedthatthesystem-monitoringtaskwas
automated,andthatthefuel managementandtrackingtasksweremanual.Theywere
informedthatthe automationfor thesystemreliability taskis not 100%reliableandthat
theywererequiredto supervisetheautomationin orderto respondto anymalfunctions
thattheautomationfailed to detect.Participantswereinstructedto focusonall three
tasksequallyandto performoneachto thebestof their ability. At theendof each
session,eachparticipantwasrequiredto completetheNASA-TLX andTBS.
Participantswererequiredto returnthe following dayor assoonaspossibleto complete
the 2nd session. There was no practice period for the second session. Two separate

sessions were required because complacency has been found to be "more easily" induced

under multiple sessions using a multiple-task environment (Parasuraman et al., 1993).

The NASA-TLX and TBS were filled out again after the completion of the second

session. The appropriate paperwork for receiving the 3 extra credits or $20 was filled out

before the participant left on the second day of testing.
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RESULTS

Complacency is a complex psychological phenomenon, which has yet to be fully

defined, and there may be many different variables that are involved in why some

individuals experience it and others do not. Therefore, this study also examined whether

people who experience automation-induced complacency also tend to score high in

cognitive failure and boredom proneness and experience high workload and high
amounts of task related boredom.

The primary independent variables of the study included Reliability Condition

(RC), and the level of Complacency Potential (CP). The individual difference variables

analyzed were the scores on the Boredom Proneness Scale (BPS), and the Cognitive

Failure Questionnaire (CFQ). The two reliability condition groups included constant

high 87.5% accuracy or variable reliability, which fluctuated from high (87.5%) to low

(56.25%) reliability every ten-minute block. The median split of 58 on the Complacency

Potential Rating Scale designated the high or low complacency potential groups before

each participant began the study. The dependent variables included scores on NASA-

TLX and Task-related Boredom Scale, tracking (RMSE), resource management

performance (deviations from standard criteria of 2500 gallons in tanks A and B), and

system monitoring performance (A').

A correlational analysis was performed on the measures, Cognitive Failure

Questionnaire, Boredom Proneness Scale, the Complacency Potential Rating Scale, the

NASA-TLX and the Task-Related Boredom Scale for each formal hypothesis. The

performance data from the study was analyzed using a series of MANOVAs (multivariate

analysis of variance) and ANOVAs (analysis of variance) statistical procedures. In all

cases, alpha level was set at .05 and was used to determine statistical significance. An

analysis of simple effects was used to examine all significant interaction effects.

Task Performance

A MANOVA was analyzed for the performance tasks variables: tracking,

resource management and system-monitoring, on the NASA Multi-Attribute Task (MAT)

battery (Comstock and Arnegard, 1992). A significant main effects were found for

reliability condition, F(8,29) = 7.6102, 19< .0001 and complacency potential, F(8,29) =

37.4148, 12 < .0001. It also demonstrated a significant interaction of complacency

potential and reliability condition, F(8,29) = 7.5959, 19< .0001, See Table 1. Subsequent

ANOVA procedures were then performed for each of these significant effects.
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Table 1

Multivariate Analysis of Variance

RC Effect

CP Effect

CP x RC Effect

Value F NumDF Den DF

0.32264590 7.6102 8 29

0.08832890 37.4148 8 29

0.32305701 7.5959 8 29

Performance Analyses

System Monitoring Task. Perceptual sensitivity as measured by the non-

parametric measure of A' is a common metric for assessing monitoring performance

because of its ability to account for a range of user performance, such as number of false

alarms and hits. It was used, instead of the variable of a participant's probability of

detection used by Singh et al. (1997) because of its sensitivity as a performance measure.

There were significant main effects found for both automation reliability condition, F

(1,39) = 25.26, p < .0001, and complacency potential, F (1,39) = 16.71, p < .001 (see

Table 2). Participants who performed the monitoring task under the variable reliability

condition (M = .84) did significantly better than participants under the constant reliability

condition (M = .70). This confirms the finding of Parasuraman et al. (1993) that constant

reliability, even under high levels of reliability, significantly impairs the ability of the

operator to monitor for infrequent automation failures. In addition, high complacency

potential participants did significantly worse overall (M = .72) than low complacency

potential participants (M = .84). A significant interaction of CP x RC for A', was also

found, F (1,39) = 11.49, p < .001. A simple-effects analysis (p < .05) demonstrated that

participants across all groups and conditions performed comparably with the exception of

the participants in the high complacency potential x constant reliability condition. Figure

2 presents the interaction for CP x RC for A'.
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Table 2

Analysis of Variance for Perceptual Sensitivity A'

Source df SS MS F

Reliability Condition 1

Complacency Potential 1

Complacency Potential X 1

Reliability Condition

0.21132 0.21132 25.26*

0.13978 0.13978 16.71"

0.096102 0.096102 11.49"

Note. *p < .001

Tracking Root-Mean-Squared-Error (RMSE) The results of an ANOVA on

tracking performance, revealed that participants in the variable reliability condition (M =

28.94) performed significantly worse overall on the tracking task than participants in the

constant reliability condition (M = 17.20), F (1, 39) = 28.12, 12 < .0001. Furthermore,

participants assigned to the high complacency potential group (M = 30.15) also had

higher tracking RMSE overall than participants in the low complacency potential group

(M = 15.98), F (1,39) = 40.89, 12 < .0001, see Table 3. There was also a significant

interaction between Complacency Potential and Reliability Condition, F (1,39) = 8.63, 12

< .005, for tracking as presented in Figure 3. A simple effects analysis (p < .05)

demonstrated that participants classified as high complacency potential in the variable-

reliability condition had significantly higher tracking error, than participants in any of the

other complacency-reliability combinations. Note that lower RMSE values reflect better

tracking performance
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Table 3

Analysis of Variance for Tracking Task

Source df SS MS F

Reliability Condition 1

Complacency Potential 1

Complacency Potential X 1

Reliability Condition

1380.0816 1380.0816 28.12"

2007.1983 2007.1983 40.89*

423.61385 423.61385 8.63*

Note. *p < .05

Resource Management. A global measure of task performance was obtained for

each participant by computing the RMSE in fuel levels of tanks A and B (deviation from

the required level of 2500 gallons). Fuel levels were computed for every 10-min. block

to yield the amount of deviation from the required level for each block. An ANOVA,

presented in Table 4, did not find any main or interaction effects for resource

management performance, 12> .05. Participants, across all groups and conditions, did not

deviate more than an average of 212 gallons above the criteria of 2500 gallons. This

deviation is well within the acceptable range of performance on the resource management

task according to Comstock and Arnegard (1992).

Table 4

Analysis of Variance for Resource Management Task

Source df SS MS F

Reliability Condition 1

Complacency Potential 1

Complacency Potential X 1

Reliability Condition

11.9629 11.9629

3299.697 13299.697

625.0879 628.0879

0.00

2.85

0.13

Note. *p < .05
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Rating Scales

An ANOVA was conductedfor both the NASA-TLX and the Task-related
BoredomScale,which wascollectedaftereachexperimentalsession.

Task-Related Boredom Scale (TBS) An ANOVA procedure found a significant

main effect for TBS for complacency potential, F (1,39) = 67.31, 12< .0001. Participants

assigned to the high complacency potential group (M = 25.87) scored higher on the task-

related boredom scale than participants assigned to the low complacency potential group

(M = 14.85). A significant interaction for complacency potential X reliability condition

was also found for the TBS, F (1,39) = 4.58, 12 < .05 (See Figure 4). A simple-effects

analysis (12< .05) showed that participants high in complacency potential in the constant-

reliability condition rated task-related boredom higher than participants low in

complacency potential in the constant and variable reliability conditions. The other main

effect for reliability was not found to be significant (See Table 5).

Table 5.

Analysis of Variance for Task-Related Boredom Scale

Source df SS MS F

Reliability Condition 1

Complacency Potential 1

Complacency Potential X 1

Reliability Condition

21.756250 21.756250 1.20

1215.5063 1215.5063 67.31"

82.65625 82.65625 4.58*

Note. *p < .05

NASA Task Load Index (NASA-TLX). A significant main effect was found for

reliability condition, F (1,39) = 6.82, p__< .01. Participants in the variable reliability

condition rated overall mental workload on the NASA-TLX (M = 57.05) to be

significantly higher than participants in the constant reliability condition (M = 46.67). A

main effect was not found for complacency potential, F(1,39) = 3.39, 12> .05, as seen in

Table 6. However, the ANOVA did find a significant interaction for Complacency

Potential x Reliability Condition for NASA-TLX, F (1, 39) = 39.93, 12< .0001. A simple-

effects analysis (12 < .05) showed that participants high in complacency potential rated

workload higher in the variable-reliability condition than under any other group-

reliability combinations. The interaction is presented in Figure 5.
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Table6

Analysis of Variance for NASA-TLX

Source df SS MS F

Reliability Condition 1

Complacency Potential 1

Complacency Potential X 1

Reliability Condition

2175.6250 2175.6250 6.82*

1081.6000 1081.6000 3.39

12744.900 12744.900 39.93*

Note. *p < .01

Individual Difference Measures

A correlation analysis was conducted to examine the relationship between the

three individual difference measures: Cognitive Failure Questionnaire (CFQ),

Complacency Potential Rating Scale (CPRS), and the Boredom Proneness Scale (BPS).

All three measures were significantly and positively correlated with one another, as seen

in Table 7. Correlation analyses were conducted separately for the individual difference

measures, total workload scores, total task-related boredom scores, performance on the

system- monitoring task for each hypothesis involved.

Table 7

Correlation Analysis of Individual Difference Measures

BPS CPRS CFQ

BPS 1.00000 0.59608 0.71770

0.0 0.0001 0.0001

CPRS 0.59608 1.00000 0.70945

.0001 0.0 0.0001

CFQ 0.71770 0.70945 1.00000

0.0001 0.0001 0.0
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Scores on both the Cognitive Failure Questionnaire and the Boredom Proneness Scale

were not significantly correlated with performance on the system-monitoring task (12 >

.05). Scores on the CFQ and the BPS were also not significantly correlated with

subjective workload as measured by the NASA-TLX (12 >.05). These correlational

analyses are shown in Table 8.

Table 9 shows the correlations between the BPS, CPRS and the Task-related

Boredom Scale (TBS). As expected, both BPS and CPRS scores were significantly and

positively correlated with TBS score.

Table 8

Correlations Among Total Reported Workload, and Perceptual Sensitivity (A') and
Individual Difference Measures

TLXTOTAL A'

CFQ 0.02859 -0.25662

0.8610 0.1099

BPS 0.23084 -0.25600

0.1518 0.1108

Table 9

Correlations Among Total Task-Related Boredom and Individual Difference Measures

BPS CPRS

TBSTOTAL 0.63679 0.52099

0.0001 0.0006

24



0.9

A' Interaction

:<

0.65

0.8

0.75

0.7

0.65

0.6

0.55

0.5

CR
Rehablhty Condition

Figure 2.

VR

25



45

Interaction For Tracking

40

35

30

25

20

15

10

HCP

T

Complacency Potential Group

Figure 3.

LCP

26



Interaction for Task-Related Boredom Scale (TBS)

30

25

20

o

15

10

HCP LCP

Complacency Potential Group

Figure 4.

27



Interaction for NASA-TLX

90

80

70

60

©

_5o
X

r/3
<
2530

20

10

HCP

Complacency Potential Group

Figure 5.

LCP

28



DISCUSSION

An increasing number of modem work environments are at least partially, if not

extremely, dependent on some form of automation. Nowhere is this more prevalent than

the field of modern aviation. Automation has been implemented in all modem airplanes

in order to make air travel safer and more efficient. Its widespread use and advancement

in the cockpit has replaced pilots as the main operator of airplanes and has placed them in

the role of system monitors. Pilots, however, are often unable to effectively monitor

automated tasks and may enter into a "hazardous state of awareness", which has been

documented to be a major contributor of aviation accidents (FAA, 1996). One of the

most prevalent "hazardous states of awareness" involved in such accidents is automation-

induced complacency.

Complacency is believed to occur when an operator must monitor an automated

system and detect possible failures within a multi-task environment (Parasuraman et al.,

1993). Although researchers agree that it is a major problem with aviation, little

consensus is held as to exactly what complacency is, what the best methods of measuring

it are, and how to combat it in the modem cockpit. Riley (1996) noted that there are

many possible individual and social factors involved in complacency experienced by

pilots, including overreliance, trust, workload, and boredom that are not understood in

relation to the effects these psychological factors have on complacency. Therefore,

before the aviation industry can begin to implement remediations to what is widely

known to be a significant obstacle for automation's potential for increasing aviation

safety, it is necessary to fundamentally understand the individual difference variables of

the operator in order to have a complete picture of this "hazardous state of awareness".

The present study was designed to begin to accomplish these research goals, and

to examine the impact that previous research has postulated may be an underlying

component of automation-induced complacency. A between-subjects design was used in

which group-selected participants, based on their scores on the Complacency Potential

Scale (Singh, Parasuraman, & Molloy, 1993a) were randomly assigned to two automation

reliability conditions. The automation reliability of the system-monitoring task was

defined as the percentage of 16 system malfunctions correctly detected by the automation

routine in each 10-min block. Participants in the constant-reliability group experienced

the automation reliability as a constant schedule from block to block at 87.5% (14 out of

16 malfunctions detected by the automation) for each of the participants. Half of the

participants in the variable-reliability group experienced the automation reliability

alternating every 10 min. block from low (56.25%, 9 out of 16 malfunctions detected) to

high (87.5%), and the other half of the participants in this group experienced the

reliability of the automation alternating from high to low. These reliability schedules

have been used in other studies (e.g., Parasuraman, Molloy, & Singh, 1993; Singh et al.,

1997) and have been shown to produce the necessary psychological conditions to induce

complacency.

Task Performance

Secondary Task Performance. Parasuraman, Molloy, and Singh (1993) defined

complacency as "...the operator failing to detect a failure in the automated control of a
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system-monitoring task" (p. 4). They reasoned that complacent behaviors arise during

high workload conditions and that complacency is an outcome of task / attention

allocation strategies. However, other studies (Thackary & Touchstone, 1989; Lee &

Moray, 1992; Muir & Moray, 1996) have posited that it is a combination of automation

and operator intra-personal characteristics that determine whether an operator may adopt

a particular strategy. Parasuraman, Molloy, & Singh (1993) reported that automation-

induced complacency cannot be produced under single-condition, low workload

environments. Wiener (1981) further illustrated, through over 500 incidents in the

ASRS, that complacency could be attributed to an overreliance on automated systems.

These complacent behaviors become evident during high workload conditions in which

the automation fails "strong and silent" and the pilot is "...in nonvigilance based on an

unjustified assumption of satisfactory system-state." Therefore, automation-induced

complacency behaviors occur under highly reliable and high workload conditions, in

which the operator's confidence in the automation produces an attention allocation

strategy to "trust" the automation. Based on such an operator definition, we hypothesized

that participants in the constant-reliability condition would experience complacency as

indexed by poorer performance (A') on the system-monitoring task compared to

participants in the variable-reliability condition.

There was a significant main effect found for reliability condition. Participants

performing the monitoring task under the variable-reliability condition did significantly

better than those participants in the constant-reliability condition. The poor performance

of the constant reliability participants confirms the findings of Parasuraman et al. (1993)

that a constant reliability schedule, especially under high levels of automation reliability,

impairs an operator's ability to monitor for infrequent automation failures within a
multitask environment.

All individuals, however, do not trust automation and therefore do not succumb to

automation-induced complacency under the conditions just described. As pilots are

human beings, there are individual differences, which predispose them to behaving in

certain ways in different situations. The Complacency-Potential Rating Scale was

developed to measure an individual's predisposition towards becoming complacent when

working with automated systems. Singh and his colleagues (1993b) reported that a person

who scores high on complacency potential would be more likely to show poor backup

monitoring of automation failures under conditions encouraging complacency (i.e., under

constant-automation reliability) but not under conditions that did not induce complacency

(i.e. variable-reliability).

Similarly, our results supported the findings of Singh et al. (1993b) through a

significant interaction of reliability condition by complacency potential for A'.

Participants with high complacency potential (HCP) in the constant reliability condition

did significantly worse than participants in the other three conditions (i.e. low

complacency potential x variable reliability, high complacency potential x variable

reliability condition, and low complacency potential x constant reliability condition).

High complacency individuals in the constant reliability condition may have trusted the

automation and, therefore, these participants missed most of the system failures, leading

to a lower A' score. Those who had low complacency potential (LCP) scores, regardless

of the reliability condition, did not trust the automation and, therefore, were more vigilant
of the automation failures.
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Primary Task Performance. The results of the tracking data demonstrated that

participants in the constant-reliability condition performed the tracking task significantly

better than participants in the variable-reliability condition. Mosier, Skitka, & Korte

(1994) stated that most aviation monitoring failures occur when a pilot is engaged in a

multi-task situation because they are time-sharing attention allocation across various sub-

tasks, the result of which is a shift from multiple- to single-task performance under high

workload conditions. This suggests that strategy selection can change workload in a

multi-task environment so that efficient strategies, such as trusting the automation, may

lower workload. Incidents in the ASRS have numerous accounts in which general

aviation pilots focus in on the "T" instruments and "peripheralize" other task demands as

a workload management strategy. Therefore, automation-induced complacent behaviors

may actually improve performance on other tasks because of the "automation trust" that

therein allows the automation to perform that task and frees up cognitive resources to

manage other tasks. Hence, performance would be significantly better for the primary

task(s) since there was no automated aiding, as was the case with participants in the

constant-reliability condition.

Analysis of the resource management task, however, showed no statistical

significance. This is not surprising since it is a strategy task that requires few cognitive

resources as a primary task (Comstock and Arnegard, 1992). Other studies

(Parasuraman, Singh, & Molloy, 1993; Singh, Molloy, & Parasuraman, 1997) have also

reported no differences in resource management as a function of automation reliability

condition. Unlike the system-monitoring task which requires constant vigilance and

system monitoring in order to "catch" system failures, the resource-management task

allows for varied response strategies and time-sharing, such as simultaneous responding,

alternative responding, or massed responding (Damos, Smist, & Bittner, 1983).

Participant post-experimental discussions in the current study voiced that a massed

response strategy was often used, allowing the participants to maintain overall successful

performance with intermittent periods of performance lapses.

Subjective Rating Scales

Task-Related Boredom. There have been few studies that have discussed the role

of boredom, and the present study represents the first known study to empirically

examine the construct of task-related boredom and its relationship to automation-induced

complacency. Parasuraman, Molloy, & Singh, (1993), however, did state that

complacency was distinct from boredom because the single task condition in their study

did not produce complacent behaviors; the single-task condition was thought to be a low

workload task and, therefore, a boring task. It should be noted that they did not gather

any workload or boredom data to substantiate the claim. Furthermore, the ASRS contains

numerous descriptions of crews becoming "complacent" because of "boredom" and

lowered vigilance and lapsing attention (Pope & Bogart, 1992). Therefore, the earlier

claims made by Parasuraman and his colleagues that complacency and boredom are

unrelated constructs are not as yet warranted and needed to be examined further.

The current study disagrees with Parasuraman et al.'s (1993) claim that boredom

and complacency are distinct concepts. Results of the analysis on the task-related

boredom data indicated that HCP participants in the constant-reliability condition rated
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task-relatedboredom higher than LCP participants in both constant and variable-
reliability conditions. Therefore, the data from this study would suggestthat the
relationshipbetweencomplacencyandboredommaybemore thana casualone. Those
participantsrated high in complacencypotential did in fact experiencesignificantly
higher levels of boredomwhen put in an environmentthat inducescomplacency(i.e.,
constantreliability condition) whereasparticipantsrated low in complacencypotential
did not experiencesignificantly high levels of task-relatedboredom. Moreover, the
observationwas not due solely to whetherone was ratedhigh or low in complacency
potential.Participantsratedhigh in complacencypotentialbutwho performedthetasksin
thevariable-reliabilityconditiondid not reporthigh levelsof task-relatedboredom.These
HCPparticipantsalsodid not showtaskperformancethat would suggestthat theywere
experiencingcomplacencyunder the variablereliability condition.In otherwords,only
thoseparticipantswho werepredisposedto engagein complacentbehaviors(i.e., HCP)
and who performedthe task under task conditionsknown to inducecomplacency(i.e.,
constantreliability condition) showedsigns of complacency(i.e., poor A' scores)and
ratedtask-relatedboredomsignificantlyhigh. Theseparticipantshavethepredisposition
to trust the automationand, therefore,handedoff the system-monitoringtask to the
automationleavingthemwith only two, ratherthanthree,tasksto perform. Becausethe
automationwas"behaving" and seemedto be performingcorrectly (i.e.,becauseof the
constantreliability schedule),theseparticipantswerefree to do so.However, the other
HCPparticipantsperformingthe MAT underthe variablereliability condition couldnot
hand off the task to the automationbecausethe schedulemade it obvious to the
participantthat automationcould not be trusted. Therefore,theseparticipantsdid not
ratethetaskashigh in task-relatedboredomanddid significantlybetterin termsof A' on
thesystemmonitoringtask,but reportedsignificantlyhighersubjectiveworkload.

SuNective Workload. Parasuraman, Molloy, and Singh (1993) noted that

automation-induced complacency only arises under conditions of high workload. The

point made was that complacency might reflect an "attitude" towards automation that

allows them to "trust" the automation as a strategy for dealing with the high workload.

Of course, perception of workload and actual "certified" workload is different (Wise &

Hopkins, 2000). Workload can be perceived to be different by different pilots, which is

why it is called "subjective workload". How each pilot perceives the workload level will

determine how he or she responds to the task situation and what strategy they may

employ to deal with those cognitive demands.

The present study suggests that perception of workload and automation-induced

complacency was determined largely on the basis of whether the participant was

classified as high or low in complacency potential. There was a significant main effect

found for reliability condition in which participants in the variable reliability condition

rated overall workload significantly higher than participants in the constant reliability

condition. The finding would run counter to the claims made by other researchers that

high workload is a necessary component for automation-induced complacency. In fact,

the data suggests that there is no difference in workload rating between variable and

constant reliability conditions, despite the different automation schedules. The main

effect, instead, is the result of the high workload scores for the high complacency

potential subjects.
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HCP participants in the variable reliability condition rated workload significantly

higher than the LCP participants, in both the variable and constant reliability conditions,

and HCP participants in the constant reliability condition. Like the boredom results,

these results suggest that individual differences between HCP and LCP participants were

the significant factors which operated to determine the onset of automation-induced

complacency. This may be due to the strategy different individuals employed in order to

cope with the workload of performing the tasks on the MAT battery. The HCP

participants, who performed the tasks under constant-reliability condition, may have

trusted the automation in the system-monitoring task and therefore may have only been

practically performing two tasks; this would also account for why they reported task-

related boredom higher. Those low in complacency potential did not ever trust the

automation and therefore, relatively speaking didn't statistically report a difference in

workload between the two reliability conditions. HCP participants, on the other hand,

have a predisposition toward trusting the automation and it requires a great deal of

"cognitive overhead" to decide not to trust and monitor the automation. The HCP and

variable reliability participants, having noticed that the automation was not perfect and

acted erratically, had to then monitor the automation because it was obvious that the

automation could not be trusted. This ran counter to their individual difference strategy

predisposition to trust the automation and, therefore, participants in this group reported

significantly higher workload than the other complacency potential, reliability condition

groups.

Correlational Analysis of Individual Difference Variate Measures

Results from the correlational analysis demonstrated that participants'

complacency potential was strongly related to their level of cognitive failure and

proneness to boredom. As discussed above, the Complacency Potential Rating Scale

(CPRS) measures an individual's propensity to exhibit complacent behaviors. The scale

measures attitudes towards everyday automated devices, such as automobile cruise

controls and automatic teller machines. The scale has been shown to index a person's

trust in, reliance on, and confidence in automation, and that these are the major

determinants of automation-induced complacency propensity.

Singh and his colleagues (1993b) view automation-induced complacency as an

attitude toward automation rather than as a state or trait. They concluded that there was

no evidence to support the idea that complacency is a psychological state that is

experienced by pilots. They also concluded that there is no clear indication as to whether

complacency is an enduring trait experienced by some individuals. Pilot reports,

however, tend to disagree with Singh and his colleagues and instead support the view that

complacency is a psychological state or an intervening variable that is influenced by

psychological states, such as boredom or fatigue. Flight crews often complain of

becoming "complacent" because of "boredom" and as a result an operator's proneness to

boredom was examined in the current study (Pope & Bogart, 1992). The personality

dimension "cognitive failure" may also be a precursor to an individual's becoming

complacent while monitoring automation. According to Grubb et al. (1994), operators

who are high in cognitive failure tend to be more absent-minded, forgetful, error prone,

and less able to allocate mental resources to perform monitoring tasks than those
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classifiedaslow cognitivefailure.Thepresentstudywantedto morecloselyexaminethe
relationshipbetweencomplacencypotential,boredompronenessandcognitive failure,to
betterdefinewhatcomplacencyis.

The strongrelationshipbetweenthe three individual differencevariablesshows
thattheBoredomPronenessScale(BPS)andthe CognitiveFailureQuestionnaire(CFQ)
tap into someof the samepropertiesasthe ComplacencyPotentialRatingScale.Thus
supportingthe overarchingview of the current studythat cognitivefailure andboredom
pronenessarepartof thecomplexpsychologicalphenomenonof complacency.

Scoreson the CFQ and BPS, however, did not demonstratethe expected
significant relationship with performanceon the system-monitoringtask or with
subjectiveworkload as measuredby the NASA-TLX (seeTable 2). Therefore,these
particular scalesmay not be good predictorsof performanceon the system-monitoring
task. Nevertheless,thetwo scaleswerehighly correlatedwith the CPRSandtherewas
a significantinteractionof ComplacencyPotentialx Reliability Conditionfor A' scores
on the system monitoring task. The results of this interaction demonstratedthat
participantsacrossall groupsandconditionsperformedcomparablywith theexceptionof
theparticipantsin the high complacencyx constantreliability conditionwho performed
significantly worse(seeFigure 5). Scoreson the BPSandthe CPRSdid demonstratea
strongrelationshipwith thetask-relatedboredomscale.Thus,asexpectedthosehigh in
boredomproneness(and high in complacencypotential) did experiencesignificantly
higherreportedboredom. Therewasalsoa significantinteractionfor CPX RC for the
task-relatedboredomscale,which demonstratedthat participantshigh in complacency
potentialin theconstant-reliability(whobecamecomplacent)ratedtask-relatedboredom
higher than participantsin any other group-reliability condition did. The significant
correlationsto CPRSandtheinteractioneffectsof CPx RC for theTBS andA', continue
to supportthe idea that cognitive failure and boredompronenessmay be a part of the
psychologicalconstructof complacency.The lack of significant relationshipfound by
the correlationalanalyseson thesetwo measureswith systemmonitoring performance
doesnot imply that they are unrelatedto automation-inducedcomplacency. For the
presentstudy'sfindingsmaybearesultof the studydesign(e.g.correlationanalysis)not
beingsensitiveenoughto teaseout theseelementswhen examiningthem in relation to
actualtaskperformance.

Weaknesses of the Present Study

Although there are a number of important strengths of the present research,
several limitations should also be noted. One such weakness is its use of automation that

utilizes an extremely high degree of unreliability (i.e. 87.5% reliable) that would never be

tolerated in a real world environment. Real world automation has a reliability of 99.99%;

in the case of aviation there are several back-up systems to catch system-failures before

they ever become apparent to the human operator. However, even with this unrealistic

degree of reliability there were still strong significant effects shown by the present

research, thus demonstrating that the problem and effects of automation-induced

complacency are even more problematic in real world settings. Real world aviation is

much more complicated than the MAT-battery and requires trained pilots to operate it,

rather than novice undergraduate students as used in the current study. The extensive
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training of pilots, however, does not safeguard them from experiencing complacency and

sometimes can be one of the major factors leading to its occurrence as the pilots have

come to trust the automation they have been trained to use. The present study was also

unable to tease out the individual difference variables of cognitive failure and boredom

proneness, due to its design, in order to find how they contribute to the onset of

complacency. Nevertheless, measures for both variables were strongly correlated with

the Complacency Potential Rating Scale, indicating that they are highly related to the

complex psychological construct of complacency and therefore should be considered in
future research efforts.

Future Research

This study has shown that there are personality individual differences that are

related to whether an individual will succumb to automation-induced complacency.

However, it was unable to tease out how significant the effects of such personality

variables as boredom proneness and cognitive failure are on this psychological state.

Future research should classify the entire subject pool on each of these variables and then

randomly assign them to groups, in order to conclude exactly what type of an effect these

personality variables have on the occurrence of complacency. Other individual

difference variables may also need to be considered. Perhaps additional research could

be done with actual pilots in order to examine how their personality differences affect

them when using automation, and if certain variables make them more prone to

experiencing this state. Thus, due to the exploratory nature of the present study, future

research should focus on expanding all points that have been examined.

The conclusion that may be drawn from this study is that complacency is a

psychological state that is induced by personality predispositions that influence human-

automation interaction. Although these various scales have significant cross-correlations

and perhaps measure many of the same underlying personality psychometrics, the results

add to the growing body of evidence that complacency is a highly complex psychological

construct within the field of aviation that warrants further study.
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APPENDIX A

Pleasereadeachstatementcarefullyandcircletheoneresponsethatyoufeelmostaccuratelydescribes
yourviewsandexperiences.THEREARENORIGHTORWRONGANSWERS.Pleaseanswer
honestlyanddonotskipanyquestions.

SA A U D SD
StronglyAgree Agree Undecided Disagree StronglyDisagree

SA A U D SD 1.Manuallysortingthroughcardcataloguesismorereliablethancomputer-aided
searchesforfindingitemsinalibrary.

SA A U D SD2. If I needtohaveatumorinmybodyremoved,I wouldchoosetoundergo
computer-aidedsurgeryusinglasertechnologybecausecomputerizedsurgeryismore
reliableandsaferthanmanualsurgery.

SA A U D SD3. Peoplesavetimebyusingautomatictellermachines(ATMs)ratherthanabankteller
inmakingtransactions.

SA A U D SD4. I donottrustautomateddevicessuchasATMsandcomputerizedairlinereservation
systems.

SA A U D SD5. Peoplewhoworkfrequentlywithautomateddeviceshavelowerjobsatisfaction
becausetheyfeellessinvolvedintheirjobthanthosewhoworkmanually.

SA A U D SD6. I feelsaferdepositingmymoneyatanATMthanwithahumanteller.
SA A U D SD7. I havetotapeanimportantTVprogramforaclassassignment.Toensurethatthe

correctprogramisrecorded,I wouldusetheautomaticprogrammingfacilityonmy
VCRratherthanmanualtaping.

SA A U D SD 8. People whose jobs require them to work with automated systems are lonelier than

people who do not work with such devices.
SA A U D SD 9. Automated systems used in modern aircraft, such as the automatic landing system,

have made air journey safer.

SA A U D SD 10. ATMs provide safeguard against the inappropriate use of an individual's bank

account by dishonest people.
SA A U D SD 11. Automated devices used in aviation and banking have made work easier for both

employees and customers.
SA A U D SD 12. I often use automated devices.

SA A U D SD 13. People who work with automated devices have greater job satisfaction because they
feel more involved than those who work manually.

SA A U D SD 14. Automated devices in medicine save time and money in the diagnosis and treatment
of disease.

SA A U D SD 15. Even though the automatic cruise control in my car is set at a speed below the speed
limit, I worry when I pass a police radar speed-trap in case the automatic control is
not working properly.

SA A U D SD 16. Bank transactions have become safer with the introduction of computer technology
for the transfer of funds.

SA A U D SD 17. I would rather purchase an item using a computer than have to deal with a sales

representative on the phone because my order is more likely to be correct using the
computer.

SA A U D SD 18. Work has become more difficult with the increase of automation in aviation and

banking.

SA A U D SD 19. I do not like to use ATMs because I feel that they are sometimes unreliable.
SA A U D SD 20. I think that automated devices used in medicine, such as CAT-scans and ultrasound,

provide very reliable medical diagnosis.
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APPENDIXB

Instructions: Circle the answer that is most consistent with your attitudes or beliefs

about yourself. You MUST select either "yes" or "no". THERE ARE NO RIGHT

OR WRONG ANSWERS. Please do not skip any questions.

1. It is easy for me to concentrate on my activities .......................... yes / no

2. Frequently when I am working I find myself worrying about other things ............ yes / no
3. Time always seems to be passing slowly ............................. yes / no

4. I often find myself at "loose ends" not knowing what to do ................... yes / no
5. I am often trapped in situations where I have to do meaningless things ............. yes / no

6. Having to look at someone's home movies bores me tremendously ............... yes / no
7. I have projects in mind all the time, things to do ......................... yes / no

8. I find it easy to entertain myself ................................. yes / no
9. Many things I have to do are repetitive and monotonous .................... yes / no

10 It takes more stimulation to get me going than most people .................. yes / no
11 I get a kick out of most things I do ................................ yes / no

12 I am seldom excited about my work ............................... yes / no
13 In any situation I can usually find sometlfing to do or see to keep me interested ........ yes / no

14 Much of the time I just sit around doing nothing ....................... yes / no
15 I am good at waiting patiently .................................. yes / no

16 I often find myself with nothing to do, time on my hands ................... yes / no
17 In situations where I have to wait, such as in line, I get very restless ............ yes / no

18 I often wake up with a new idea ................................. yes / no
19. It would be very hard for me to find a job that is exciting enough ............... yes/no
20

21
22

23
24

25
26

27
28

I would like more challenging things to do in life ....................... yes / no
I feel that I am working below my abilities most of the time ................ yes / no

Many people would say that I am a creative or imaginative person .............. yes / no
I have so many interests, I don't have time to do everything ................. yes / no

Among my friends, I am the one who keeps doing something the longest ............ yes / no
Unless I am doing something exciting, even dangerous, I feel half-dead and dull ....... yes / no

It takes a lot of change and variety to keep me really happy .................. yes / no
It seems that the same things are on television or the movies all the time; it's getting old . . . yes / no

When I was young, I was often in monotonous and tiresome situations ............ yes / no
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APPENDIXC

Very Quite Very
Often Often OccasionallyRarelyNever

1.Doyoureadsomethingandfindyouhaven't
beenthinkingaboutit andmustreadit again?
2.Doyoufindyouforgetwhyyouwentfrom
onepartofthehousetotheother?
3.Doyoufailtonoticesignpostsontheroad?
4.Doyoufindyouconfuserightandleftwhen
givingdirections?
5.Doyoubumpintopeople?
6.Doyoufindyouforgetwhetheryou'veturned
offalightorafireorlockedthedoor'?
7.Doyoufailtolistentopeople'snameswhen
youaremeetingthem?
8.Doyousaysomethingandrealizeafterwards
thatit mightbetakenasinsulting?
9.Doyoufailtohearpeoplespeakingtoyou
whenyouaredoingsomethingelse?
10.Doyouloseyourtemperandregretit?
11.Doyouleaveimportantlettersunanswered
fordays?
12.Doyoufindyouforgetwhichwaytoturnon
aroadyouknowwellbutrarelyuse?
13.Doyoufailtoseewhatyouwantina
supermarket(althoughit'sthere)?
14.Doyoufindyourselfsuddenlywondering
whetheryou'veusedawordcorrectly?
15.Doyouhavetroublemakingtipyourmind?
16.Doyoufindyouforgetappointments?
17.Doyouforgetwhereyouputsomethinglike
newspaperorabook?
18.Doyoufindyouaccidentallythrowawaythe
thingyouwantandkeepwhatyoumeantto
throwaway- asintheexampleofthrowingaway
thematchboxandputtingtheusedmatchinyour
pocket?
19.Doyoudaydreamwhenyououghttobe
listeningtosomething?
20.Doyoufindyouforgetpeople'snames'?
21.Doyoustartdoingonethingathomeandget
distractedintodoingsomethingelse
unintentionally?
22.Doyoufindyoucan'tquiteremember
somethingalthoughit's'onthetipofyour
tongue?
23.Doyoufindyouforgetwhatyoucametothe
shopstobuy?
24.Doyoudropthings?
25.Doyoufindyoucan'tthinkofanythingto
say?

4 3 2 1 0
4 3 2 1 0

4 3 2 1 0
4 3 2 1 0

4 3 2 1 0

4 3 2 1 0

4 3 2 1 0

4 3 2 1 0
4 3 2 1 0

4 3 2 1 0

4 3 2 1 0

4 3 2 1 0

4 3 2 1 0
4 3 2 1 0
4 3 2 1 0

4 3 2 1 0

4 3 2 1 0

4 3 2 1 0
4 3 2 1 0

4 3 2 1 0

4 3 2 1 0

4 3 2 1 0
4 3 2 1 0

4 3 2 1 0
4 3 2 1 0
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APPENDIX D

MENTAL DEMAND

I I I I

Low

PHYSI CAL DEMAND

I I I I

ill ill i i i

] I I ] I I I I

Low

TEMPORAL DEMAND

i ill iI
Low

PERFORMANCE

I I I I I

I I ] I I I I

I I ] I I I I

Good

EFFORT

I I I I

Low

FRUSTRATION

I I I I

Low

ill ill i i i

ill ill i i i

High

High

High

Poor

High

High
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APPENDIX E

TBk _r_

I felt I waj uniter _ _'t_. I feit _ alerL

3) _ b f_r|x
4) mw.h 4) sor_w_
5) a _--_t dc_l of 5) a lltt_ bit

! £e{_ re_axed, i feat that time _ ....
l)_y 1) ve_, _ _ly
2)v_ 21vm-y _y
3)flilty 3) _lowly

igttlebR 5)vl_ryquickly

3) _.br_y
4) ,ootew_

6) 1 di_l,'t feet mle_y at all

On t_ follo_n8 _..ale, plea_ circle the _ bz_ _o_lica_ th_ levN of bc_l_lom_ ,_
expecm_r_ rill_ _ _ _sk _r,_l_,

{...... I............ I ........... I 1........ 1 I.... 1....... I
No_ Mo_._ Tottl
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